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CONTRACT LIFTING SPECIALISTS

Model MRTA811LDC3 MRTA810TDC3

Maximum Load Capacity 1400 Ibs [635 kg] 1200 Ibs [545 kg]
Minimum Width: 12-1/2" [32 cm] Minimum Width: 11-1/2" [29 cm] - 92 1/4" 234cm - = 5" 1%m
Maximum Width: 58-3/4" [149 cm] Maximum Width: 58" [147 cm] ) bt 2em {31 34° B1cm] e
StandardPadSpread) ... | ength: 47° [119 cm) Minimum Length: 46" [117 cm] 47" 119cm —e
Maximum Length: 104-3/4" [266 cm) Maximum Length: 104" [264 cm] I

8/10" 25 cm] diameter pads with
replaceable sealing rings
Manual rotation, 360° edgewise, with locking at each 1/4 turn

Load Movement Assisted manual tilt, 90° between upright and flat m ﬁ g
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Standard Operating Power 12 volts DC, 5.5 amps

Number/Size of Pads 8/ 11" [28 cm) diameter, lipped pads
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Lifter Weight 200 Ibs [91 kg]

STANDARD FEATURES

Intelli-Grip® Technology
Available exclusively from Powr-Grip®! Actively monitors power and vacuum systems to increase safety and productivity, using
LCD-screen messages, diagnostic codes and other features

- =11 1/4" 29cm

Dual Vacuum System T ®
Features twoindependent air-line circuits to reduce risk of workplace accidents W \2/
) 4 ﬂ_}@% @D @ 1
Battery and Charger i T [P PN "
Provide independent, rechargeable power source for cord-free lifter operation in any location; 32 347 [83cm) g by—) 12 12" 32cm
on-board charger features status indicator and automatic shut-off 1 <P/ I
Battery Gauge !
Shows energy level in real time, to help determine when charging is needed PSR e 7834 200em — =1
Notification Buzzer and Strobe Light 700 Ibs [320 kg] 99 1/4" 252cm
Alert operator of problems with power or vacuum system, with various patterns of sound and light to indicate severity; back-up LB 700 Ibs [320 kg]
battery provides independent power for buzzer
Green Lift Light
Provides visual assurance to know when vacuum is sufficient for lifting 1 —/) 12122" 32em
Vacuum Gauges 4015 “7/”" - !
Feature green and red zones to clearly indicate whether vacuum levels are sufficient for lifting = ;ﬁ
%) Jc t
Vacuum Line Filters @ I
Protect the vacuum generating system from contaminates 1
Vacuum Reserve Tanks L 104 3/4" 266cm - [=—69 112" 177cm —=

700 Ibs [320 kg)

Increase battery run-time by reducing pump cycles needed to maintain vacuum 86 4*[220em

1400 Ibs [635 kg]
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Spring-Mounted Vacuum Pads
Automatically adjust to match the angle of load surfaces, easing attachment

Movable Pad Mounts
Allow vacuum pads to be moved without tools, adapting the lifter to various load sizes

Extension Arms
Permit multiple lifter configurations for tool-free adaptation to many different load sizes

Quadra-Tilt System
Uses four-bar tilt linkage to reduce operator effort when transferring loads between flat and upright positions

i 104 3/4" 266cm
Tilt Locks 92 1/4" 234cm —tecomse3skg

Provide added protection against unintentional tilt movement while installing glass in multi-story buildings or whenever the -
P o . 4 88 Y e 1400 Ibs [635 kg]

operator cannot main direct control over loads.
Model MRTA811LDC3 shown here

Two-Action, Blow-Off Release
Uses two separate buttons to avoid accidental release, and reverses airflow to quickly release loads without after-stick




